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2.

c @ Q. 192.168.0.1

3. bang nhap, username va password la admin

4. Nang cap |én phién ban trung gian: phién ban trung gian sé cé chir transition (vi du:
V5.9¢.4050_B20190425_transition_ALL)
Management ->upgrade firmware (1) - tich chon @ - nhan Select File, ctra sé chon file
sé hién ra@ - chon dung file @, nhan “Open” @, sau d6 nhan "Upgrade" @ Sau dé doi
mot vai phat, Router sé tu dong khéi dong lai.
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The Smartest Network Device

BB System Status Upgrade Firmware

Upgrade the firmware fo obtain new functionality. It takes about, e flash and be patient please
Caution! Do not power off during the upgrade process.
Check

5 Operation Mode

. Netwaork +
& 5GWireless 3 Firmuare Version

Build Time
& 2.4G Wireless *

VSeI tton to upgrade the firmweare with a configuration

#+ QoS
z Firmware File Mo file selected Select File | e Upgrade 6
B Firewall +

€ Open »

11

5 AT000
« Administrator Seffing hid v O Search &7000R_Firmware p-]
+ Time Setting Organise + New folder Bz » [N e
+ _Upgrade Firmware o n Videos |:| i
+ System Configurali B = ;
(RSN SR i Windows10 (C) [ 7] TOTOLINK_C318AR-1C_ABDOR_IP04339_8197F_SPI_BME4M_V5.9¢.4049_B20190417_ALLweb _
+ System Log - D) Ii]TOTOL\N»(,cmnR,Aso(:RJPmaas,sm?ﬁspLsmsaM,vs.gc.Aoso,Ezmmzs,mnsition,ALL.web |
+ Reboot Schedule =
- workl (E) @ | Upgrade Instructions.docx
+ Wireless Schedule
- work2 (F)
+ Logout & B >
File name: |TOTOLINK_CB1 8AR_AZDOR_IP04338_8187F_SPI_8MB4M_V5.9¢.4050_B2! v| All Files v

el=3] -

[Lwruy]
KHONG PU'QC ngat ngudn cua thiét bj hoidc dong trang cai dit cda thiét bj

trén trinh duyét, b&i vi viéc nay c6 thé gy hw hong thiét bi.

5. Nang cap lén phién ban chinh: Vi du: V5.9¢.4049_B20190417_ALL (khdéng chira tir
transition)

Dang nhap trang ciu hinh va nang cap thiét bj 1én phién ban Firmware chinh
thire. Sau d6é doi mot vai phat dé qua trinh ndng cap hoan tat, Router sé tu khai
déng lai khi qua trinh nang cap hoan tat.
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= 5GWireless *
, Upgrade Firmware
2 2.4G Wireless +
Uparade the firmware to obtain new functionality. It takes about 1 minute to upload and upgrade flash and be patient please
’:’ Qos Caution! Do not power off or disconnect the network during the upgrade process. Doing so may cause damage to the machine
6 Firewall +
Firmware Version
## Management -
x g Build Time =
+  Administrator Setting
+ Time Setting e\\nn to upgrade the firmware with a configuration
. DDNS — = a
Firmware File C:ifakepath\ TOTOLINK_ | Upgrade |
+ Remote Management —_—
+ UPnP
Attention:

1. This version is an informal version
2. This version is only for upgrade transitions
3. Please strictly follow the upgrade instructions in the zip package.

+ Upgrade Firmware o

+ System Configuration

+ System Log
+ Reboot Schedule
+ Wireless Schedule

+ Ping Diagnosis

If you encounter any problems during the upgrade process, please contact your local after-sales staff or email to
"fae@izioncom.net”.

+ Logout
[Luuy]
KHONG PU'QC ngat ngudn cua thiét bj hodc déng trang cai dit cda thiét bj

trén trinh duyét, b&i vi viéc nay cé thé gay hu hong thiét bi.

6. Sau khi ndng c4p thanh cdng, Router can duoc dit vé cdu hinh mac dinh cla nha san
Xuat.

The Smartest Network Device

TOTO

The Smartest Network Device

ABOOR (Firmware V5.9¢.4049) Auto - Easy Setup m
B System Status . =
System Status
B Operation Mode ¥
This page shows the current status and some basic setfings of the device.
@ MNetwork +
@ 1Pv6 Setting + U v w U *
& 5G Wireless . N LAN3  LAN
& 2.4G Wireless + yalom Intcemalion
o QoS Operation Mode Gateway Made
ﬂ Firewall 3 System Uptime: 0 day, 0 hour, 20 minutes. 35 seconds
Customer URL vy totolink net
#F Management +
Firmware Version V5.9c 4049
Build Time 2019-04-17 15:25:56
IPv4 WAN Information
Cennection Status DHCP  Disconnected
Connection Time 0 day, 0 hour, 0 minute, 0 second
IP Address 0000
Subnet Mask 0.0.0.0
Default Gateway 0000 -
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[CHU Y]

1.Firmware co chira tir Transition la phién ban khong chinh thirc va chi la phién
ban dung dé chuyén tiép I1én phién ban chinh thirc.

2.Vui ldng thuc hién nang cap theo dung hudng dan.

Né&u ban ¢ bat ky van dé nao trong qua trinh nang cap, vui long lién hé véi nhan


http://www.totolink.net/

vién CSKH hodc glri thong tin dén email “fae-vn@zioncom.net”



mailto:fae-vn@zioncom.net

Sau khi nang cap thanh cong, ban khong thé truy cap vao trang cai dat cha Router, van
dé nay c6 thé do Router hodc trinh duyét web ban dang dung. Pé khac phuc van dé nay
ban can dit Router vé lai cdu hinh méc dinh hodc don dep bdé nhé dém cua trinh duyét
Web.

1. Bat Router vé cau hinh mac dinh (Reset):

Vui long dam bao rang Router d3 duoc cap ngudn, sau d6 nhan nat RST khoang 5~8s.
Budng nut khi thay dén LED nhap nhay nhanh, sau d6 dgi mot vai phat dé qud trinh Reset
hoan tat, lGc nay Router d3 dwoc ddt vé cdu hinh mac dinh cda nha san xuét.

2. Don dep bd nhé dém cuda trinh duyét:

Xda cookies cla trinh duyét web. Ly Google Chrome lam vi du.
Lwu y: Khi trinh duyét cha ban Iwu dia chi trang cai dat cia Router va hién thj thdng tin
trang khong day dd, vui long thir cdch nay trudce tién nay trudc tién.
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Clear browsing data
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