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The Smartest Network Device

Hwéng dan nang cap Firmware TOTOLINK N9

M6 hinh két néi:

PoE Adapter

TOTOLINK N9
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1. Dling cap mang két ndi tir port PoE dén thiét bi TOTOLINK N9
2. Dung cap mang két ndi tir port LAN dén may tinh

Hwdng dén:

1. Trén may tinh dé ch& d6 nhan IP tinh v&i IP 192.168.0.100/ Subnet mask: 255.255.255.0
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Nhép phai chugt
1 tai biéu twgng Wifi

2. M@ trinh duyét web va nhap IP 192.168.0.254 dé vao trang cau hinh cla TOTOLINK N9, déng th&i nhap
username (mac dinh la admin) va password (mac dinh la admin)
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USER LOGIN

The server requires a username and password.
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3. Vao phan Management = Upgrade Firmware dé& nang cap firmware cQa ban
e Choose File: chon file firmware d3 download xudng
e Upgrade: nhan Upgrade dé nang cdp Firmware

TOTO [HNTY

The Smartest Network Device

Model No. N9 (Firmware V4.0c.1835)

B8 System Status

& Operation Mode Upgrade Firmware

s Cloud AC Bind Upgrade the firmware to obtain new functionality. It takes about 1 minute to upload and upgrade flash and be patient please.
Caution! Do not power off during the upgrade process.

@ Network

2 Wireless Firmware Version V4.0c.1835 |  Check
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Build Time -
File | Choose File | Mo file chosen | Upgrade

B dministrator Setting

+ Time Setting

Upgrade Firmware

+ System Configuration
+ System Log
+ Reboot Schedule

+ Logout

4. Trong qua trinh Upgrade khong dwoc d& mat dién vi sé dan dén hu hdng thiét bi.
* Moi thac mac vé san pham ciing nhu k{ thuat vui long lién hé:

- Phone: 1800 6078 (Call Center)

- Email: fae-vn@zioncom.net

- Tham kh3o thém san pham TOTOLINK tai:
o www.totolink.vn
o https://www.facebook.com/totolinkvietnam/
o http://diendan.totolink.vn/
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